
Isolation Systems Inc. offers a complete line of Fine Powder 
Containment and Extraction Equipment as well as Process Specific 
Engineered Systems.  Our Extraction and Containment Booths provide 
the highest levels of operator protection (OEL-Level 3 Containment 
@ 25-100ug/m3)within a safe work line up to 84”from rear intake 
plenum wall of booth enclosure.  These booths are available as 
recirculating or single pass configurations with double or triple 
integrated filtration systems.  Pre-filtration is provided by 95 % ashrae 
pleated filters, Final filtration is provided by high volume HEPA 
99.99% eff at .3 microns or ULPA 99.9995 eff@ .12 microns.  Supply 
/Downflow filtration is 99.99% HEPA.  All filter seals to housings 
are Knife Edge to Gel Seal to prevent air bypass.  Low and mid wall 
dampered air intake grilles 
assure total capture of 
migratory particulate and 
truly direct down flow 
supply air over operator  
breathing zone and 
product.

For small batch sampling 
and transfer applications 
our Negative Pressure 
Class 100 Down Flow 
and Reverse Horizontal 
Flow Containment 
Hoods provide equal 
operator protection levels.

When Barrier Isolation is required our Negative Pressure Potent 
Compound Glove Box Isolators provide operator protection to OEL 
Levels 4 &5 Containment @5-25ug/m3 within Class 10 operating 
environment. These systems can be equipped with Rapid Transfer 
Ports, Pass Boxes and Contained Drum Lift Systems with hydraulic 
or pneumatic actuators.

All Isolation Systems equipment is manufactured of 304 or 316L 
Stainless Steel and is available in the full spectrum of finishes. We also 
offer our equipment  in mild steel with bonderized polyurethane or 
electro statically applied epoxy coating.
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Isolation Systems Inc. offers Bag-In Bag-Out final filter 
change out system as standard on all containment booths. 
Bags are handed for ease of manipulation.  Air tight synch 
and double bead attachment is standard to assure slip proof 
connection and safe removal of loaded filters.  All filter access 
is roomside for simple maintanence. Our laser cutting 
capability allows us to form and cut our hinged pre-filter 
grilles flush to wall with no overlaps or ledges making wipe 
down and cleaning between batches quick and efficient.
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Seamless Coved Transitions

ISI Sales, Design and Engineering staff will work along with 
our customers from project inception through to final 
validation and certification.  Our technicians will work with 
you to install any process related equipment that may be 
required within our containment systems and enclosures.  
Custom designed and process specific systems are our 
specialty.Our products rugged construction insures durability 
and aesthetic appeal within the most demanding 
environments.
Isolation Systems Inc. is dedicated to providing the full 
spectrum of airborne contamination control,containment 
and extraction technologies to meet the ever expanding 
needs of our customers.  Thank you for considering    
Isolation Systems Inc. for your next project.

Again our advanced fabricating technologies has allowed 
Isolation Systems to develope a proprietary method for 
single sheet forming of a completely seamless interior with 
1” radius coving at all tangents within our Containment 
and Extraction booth enclosures.  Floor to wall,corner to 
corner and wall to ceiling.No overlapping attachments 
completely smooth.  Primary seal between wall panels is via 
hidden recessed compression gasket beading within and 
between panels.  Secondary sealing  is via silicone joint 
sealant to close panel joints.  A 3/8”reveal at floor to wall 
coved transition allows flush installation of flooring material 
to coved wall tangent.

Our Potent Compound Barrier Isolators are designed with 
entirely coved corner interiors fully welded and polished to 
specification per USP-797.  Isolation Systems Proprietary 
gasket seal for all opening access door penetrations is of 
FDA listed ingredients Per Title 21 part 177.2600, Rubber 
articles intended for repeated use silicone.  All base drum 
penetrations are beaded to allow safe double bag compound 
introduction into chamber.
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